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Product Details

S/N Rules

EX:

Features

Application

Office

University/School

Show room

Hospital

Exhibition Hall

Supermarket

Library

Temperature

1 2 3 4 5

SL X X X X X X X
1 2 3 4 5 6

SL-P2250- P B

1.  SL- ShineLong

2.  X- Shape:  “P” = square panel;  

3.  XX-Size:  11 = 1x1ft;  22 = 2x2ft,24=24xft…

4.  XX- Watt:  20=20w; 30=30w;40=40w(according to actual 

     watt)

5.  X- CCT:  P=pure white;  W=warm white;  C=cool white;  

6.  X- Optional function:  P=PWM dimmable;  

     D=0/1-10V dimmable;  T=triac dimmable;  L=DALI dimmable; 

     B=battery(emergency) 

Operating:   -20 ~ +40°C

Ultra-thin 8mm

I  06, IP40

TUV/ENEC listed driver, flicker free

High efficiency 100lm/w

Multi intelligent options: 0/1~10V Dimming, DALI, emergency

5 years warranty

Instant on/off, no noise/UV/light leak/shadow

Mininal lifespan 50,000hrs

SDCM<4
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Data Sheet
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Article No. LEDsSize
Beam
Angle

AC Input EfficiencyCRI DC Output (±5%) Lumen OutputPower SDCM

SL-P2240-X

SL- P2240-X

595*595mm

620*620mm

40W

40W

156

156

120°

120°

>80

>80

3800~4200lm

3800~4200lm

30~40V

30~40V

<4

<4

100lm/w

100lm/w

SL-P1125-X       295*295mm 25W 78 120° >80 2125~2375lm30~40V <4 90lm/w200~240V

200~240V

200~240V

Dimension

595*595

620*620

295*295

Length A

Min.mm Max.mm

B

Min.mm Max.mm

C

Min.mm

594.5

619.5

294.5

595

620

295

594.5

619.5

294.5

595

620

295

8

8

8

Frame No.

#26 

#26 

#26 
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Flexibitity 

LED Panel Light

LED Driver

LED Panel Light

N
LED Drive r

TRIAC L

Standard version1 0/1-10V-dimming version2

In
p

u
t

O
u

tp
u

t

Dimmer-

Dimmer+

N
L

Battery

Inverter

Driver

LED

AC Input

LED Panel Light

L

N
LED Dr iver

Triac-dimming version3 Emergency4

Male and female connectors
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Recessed Installation

2

3

1

2

3

1
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PLS NOTE:             Suspension ropes will be charged additionally. 

Suspended Installation

3 6

1 4

2 5
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Ceiling mounted Installation

3 6

1 4

2 5

     

PLS NOTE:              Surface mounted frame will be charged additionally.
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Smart Technology Systems (PVT) LTD.

Plot No. 24-A, P.E.C.H.S., Block 6,
Shahrah-e-Faisal, Karachi-75350, Pakistan.

Phone: +92 (0) 21-3437001-02
Fax: +92 (0) 21-34327002
Email: shahid.ahmed@smarttechnologysystems.com
Web Site: www.smarttechnologysystems.com
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